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AutoCAD SHX Text
Remove existing render to chimney, re-render as specified elsewhere and provide new code 5 lead apron, back gutter, flashings etc in accordance with the Lead Sheet Association details.

AutoCAD SHX Text
Remove existing roof  construction and provide  new pitched roof at 43°.

AutoCAD SHX Text
Replace existing barge boards with new softwood barge boards which are to match the size, profile and appearance of the existing.

AutoCAD SHX Text
Remove existing pitched roof over bay window and provide new code 4 lead flat roof with abutment flashings.

AutoCAD SHX Text
Break out existing splayed reveals at window heads and jambs and rebuild with square corners. Insert new reconstituted wet cast stone sills as detailed elsewhere and new UPVc 'sash' windows.

AutoCAD SHX Text
Remove existing window, insert new reconstituted wet cast stone sill as detailed elsewhere and new UPVc 'sash' windows.

AutoCAD SHX Text
Remove existing window, insert new reconstituted wet cast stone sill as detailed elsewhere and new UPVc  'sash' windows.

AutoCAD SHX Text
Make good/repair/replace/reinstate areas  of defective stone string course.

AutoCAD SHX Text
New facing brickwork 328mm wide dwarf walls with 150x150mm chamfered timber posts. Brickwork to be blue engineering bricks with plinth brick copings.

AutoCAD SHX Text
New 30° porch roof constructionwith roof slates and code 4 lead  side and top abutment flashings.

AutoCAD SHX Text
Replace existing valley  gutter with new Code 4  lead stepped valley  gutter.
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AutoCAD SHX Text
Remove existing render to chimney, re-render as specified elsewhere and provide new code 5 lead apron, back gutter, flashings etc in accordance with the Lead Sheet Association details.

AutoCAD SHX Text
Replace existing rainwater goods with new polyester powder coated rainwater goods.

AutoCAD SHX Text
Make good/repair/replace/reinstate areas  of defective stone string course.

AutoCAD SHX Text
Remove 2no existing windows, lower sills and install new lintels over. Break out existing splayed reveals at jambs and rebuild with square corners. Insert new reconstituted  wet cast stone sills as detailed elsewhere. Install new Howarth Sash windows.

AutoCAD SHX Text
Break out existing splayed reveals  at window head and inner skin of brickwork and provide new pre stressed concrete lintels over.  Inert new UPVc window and new reconstituted wet cast stone  sills as detailed elsewhere.

AutoCAD SHX Text
Replace existing barge boards with new softwood barge boards which are to match the size, profile and appearance of the existing.

AutoCAD SHX Text
Replace existing soffits and fascias with new softwood fascia and plywood soffit. Provide new proprietary soffit vent to provide equivalent of 25mm continuous air gap.

AutoCAD SHX Text
Break out existing splayed reveals at window heads and jambs and rebuild with square corners. Insert new reconstituted wet cast stone sills as detailed elsewhere and new UPVc 'sash' windows.

AutoCAD SHX Text
Break out existing splayed reveals at window heads and jambs and rebuild with square corners. Insert new reconstituted wet cast stone sills as detailed elsewhere and new UPVc 'sash' windows.

AutoCAD SHX Text
New Velux roof windows  550x980 CK04 GGU 0060.

AutoCAD SHX Text
Remove existing render to chimney, re-render as specified elsewhere and provide new code 5 lead apron, back gutter, flashings etc in accordance with the Lead Sheet Association details.

AutoCAD SHX Text
Remove existing roof construction and  provide new pitched roof at Approx. 43°.

AutoCAD SHX Text
Remove existing pitched roof over bay  window and provide new code 4 lead  flat roof with abutment flashings.

AutoCAD SHX Text
New facing brickwork 328mm wide dwarf walls with 150x150mm timber posts. Brickwork to be blue engineering bricks with plinth brick copings.

AutoCAD SHX Text
New 30° porch roof constructionwith roof slates and code 4 lead  side and top abutment flashings.

AutoCAD SHX Text
Form new opening in external wall, infill external arch and insert new lintels over and new entrance door and frame. Entrance door to be centred on windows above.
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Materials Schedule Re-use existing roof slates where possible and provide new roof slates. Provide new Polyester powder coated rainwater goods throughout.  Colour TBA New painted softwood barge boards, fascias and soffits throughout. Colour TBA New UPVc sash windows throughout.  Colour TBA New UPVc external doorsets with side screens/fanlights to front entrances. Colour TBA New UPVc external doorset with fanlight to Plot 1 Utility. Colour TBA New UPVc full height glazed french doors and side screens.  Colour TBA New reconstituted wet cast stone sills to all new and existing window openings.

AutoCAD SHX Text
Remove existing porch and provide  new 30° porch roof constructionwith roof slates and code 4 lead  side and top abutment flashings, with 150x150mm chamfered timber posts.

AutoCAD SHX Text
Make good/redecorate stone window heads

AutoCAD SHX Text
Remove existing front door frame, break out existing splayed reveal at left hand jamb and rebuild with square  corner and reduce opening width to 1010mm. Insert new lintel at approx. 2.6m above FFL and block up archway above. Insert new UPVc doorset with fanlight over. 

AutoCAD SHX Text
EXISTING ROOF CONSTRUCTION Retain existing slate roof tiles to partially (approx. 90%) complete re-roofing works. Independent specialist roofing contractor to provide report on condition and state of existing roof for re-use. Provide new ventilating ridge tiles. Retain existing breathable roof membrane, Tyvek Supro or similar. Provide new proprietary soffit vent to provide equivalent of 25mm continuous air gap. Provide all necessary lead flashing's, valleys & seals to complete the watertight roof installation.
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New Single Ply Flat Roof covering

AutoCAD SHX Text
Replace existing soffits and fascias with new softwood fascia and plywood soffit. Provide new proprietary soffit vent to provide equivalent of 25mm continuous air gap.

AutoCAD SHX Text
Replace existing rainwater goods with new polyester powder coated rainwater goods.

AutoCAD SHX Text
Retain existing recently installed rafters. Pitched Roof at Approx 43°Install new roof Slates, 50x25mm pressure treated sw battens on 'Tyvek' Supro breathable roof membrane draped over existing rafters.

AutoCAD SHX Text
Partially Completed 2 Storey Shell Contractor to complete works
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